


Manufacturing quality. Delivering service.

Culloden, WV		
800-624-3572
(Fax) 304-743-8610

Pittsburgh, PA
800-778-9473
(Fax) 412-828-4790

Houston, TX 
800-231-9473
(Fax) 713-674-0635

Phoenix, AZ
877-623-9473
(Fax) 623-934-7692

www.servicewire.com

SIS
#14-6 VW-1 rated, tinned copper, fine 
strand, switchboard wire
#14-6 VW-1 rated, 7 strand dual rated SIS/
XHHW-2
#16 FFH-2, tinned copper, fine strand
THW & THW-2 
#14-1000 Kcmil, available in colors, 
CT rated, all sizes VW-1 rated

Single Conductors

EnviroPlus (LSZH)
#14-750 Kcmil, low smoke, zero halogen, 
zero lead jacket, CT rated
Weather Proof Line Wire
#6-1000 Kcmil, hard, medium hard, soft 
drawn copper poly line wire
Cathodic Protection
#8-4/0 AWG stranded copper HMW-PE
Transformer Riser Wire 
#8-4 AWG copper

Bare Copper
#14-4/0 AWG solid copper
#14-1000 Kcmil stranded copper
Available hard, medium hard, and soft drawn
Tinned Copper
#6-500 Kcmil stranded tinned copper
2 AWG solid tinned copper

Bare Copper

Plater Wire
#24-2 AWG solid soft drawn
Trolley Wire
1/0-400 Kcmil copper & bronze alloys, 
round grooved, fig.8, fig.9 constructions

Pump and Irrigation 

Solar Photovoltaic Jacketed Singles   
#14-750 Kcmil. Zero Halogen jacket. 
For use in Solar Systems up to 2kV.
UL 4703 - Printed PV
Solar Photovoltaic 2kV Single
#14-750 Kcmil XLPE RHH / RHW-2.         
For use in Solar Systems up to 2 kV.
UL 4703 - Printed PV

XHHW-2, XLPE USE-2 / RHH / RHW-2, and Photovoltaic

XHHW-2     
#14-750 Kcmil CT Rated 600V. Available in 
colors and VW-1  
XLP USE-2/RHH RHW-2
#14-750 Kcmil CT Rated 600V (UL)/1,000V 
(CUL). Available in colors and VW-1. 
Also available in 2kV. 

Submersible Pump Cables 
Heavy duty flat black jacketed
#14/2-500/3
Flat yellow 
#14/2-4/3
Twisted jacketed 
#14/3-2/3
Twisted 
#14/2-2/3

UF Irrigation Cable
Single conductor #18-8 AWG solid, 
#6-4/0 AWG stranded copper
Sprinkler Control Cable
#18/2-18/13 conductor solid copper
Low Energy Circuit Cable/
Landscape Lighting Cable
#16/2 and #12/2-8/2 copper underground 
landscape lighting cable 150V


